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Dimensions Number Buttons Cable Entry Item-Code 

1 (1NO/1NC 
Changeover-Contact) Thread M16 ZB5-01 

1 (1NO/1NC 
Changeover-Contact) Thread 3/8“ ZB5-02 

1 (1NO/1NC 
Changeover-Contact) 

Ø20mm without 
thread ZB5-03 

2 (1NO/1NC 
Changeover-Contact  

+ Additional Button 1NO) 
Thread M16 ZB5-04 

2 (1NO/1NC 
Changeover-Contact 

+ Additional Button 1NO) 
Thread 3/8“ ZB5-05 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

2 (1NO/1NC 
Changeover-Contact 

+ Additional Button 1NO) 

Ø20mm without 
thread ZB5-06 

Technical Characteristics 

Conforming to 
Standards 

CEI EN 60947-1, CEI EN 60947-5-1, 
CEI EN 60204-1 

Approvals CE 

Temperature Range 
    Storage 
    Operation 

 
-40°C … +70°C 
-25°C … +70°C 
 

Protection Degree IP 65 (CEI EN 60529) 

Insulation Class Class II (IEC 536 

Material PA6.6 shock proof 

Colour Black 

Cable Entry Thread M16 or 3/8“, Ø20mm 

SSaaffeettyy  HHaannddllee  
AACCCCEEPPTT--CC  

Technical Characteristics Contact Elements 

Approvals CE, CSA, UL, VDE, UTE, ASE, 
NEMKO, SEMKO, IMQ 

Nomial Thermal Curent 10A 400V – 16A 250V 

Nominal Insulation Voltage 1500V 

Mechanical Lifetime 10 million activations  

Nominal Working Data AC15 – 3A 250V 

Function Switch 1NO/1NC as Changeover Contact 

Identifications Terminals  acc. CENELEC EN 50013 

Connections FASTON 6,35mm 

Additional Button 1NO, nominal current 1A 250V 

Safety Handle ACCEPT-C 
 
The safety handle ACCEPT-C from B-COMMAND is used as 
control or safety bar for industrial machinery.  
 
The handle bar is designed ergonomically and allows also long 
term usage during operation.  
 
By combination of two safety handles a two-hand-operation can be 
realized. This functionality is often required for operator protection. 
Only by activation of both handle bars the machine can be 
activated.    
 
All used materials for production are chosen for heavy industrial 
usage. The protection degree of IP65 allows long term outdoor 
operation.   
 
For cable entry of the safety handle three different options can be 
chosen:  

- thread M16 
 - thread 3/8“ 
 - diameter 20mm without thread 
 
Optional the safety handle can be supplied with an additional 
button on top.  
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Type Number Buttons Cable Entry Item-Code 

Safety Handle with metal pipe 
and locknut 

1 (1NO/1NC 
Changeover-Contact) Thread M16 ZB6-01 

Safety Handle with metal pipe 
and locknut 

1 (1NO/1NC 
Changeover-Contact) Thread 3/8“ ZB6-02 

Safety Handle with metal pipe 
and locknut 

1 (1NO/1NC 
Changeover-Contact) Ø20mm without thread ZB6-03 

Safety Handle with metal pipe 
and locknut 

2 (1NO/1NC 
Changeover-Contact  

+ Additional Button 1NO) 
Thread M16 ZB6-04 

Safety Handle with metal pipe 
and locknut 

2 (1NO/1NC 
Changeover-Contact 

+ Additional Button 1NO) 
Thread 3/8“ ZB6-05 

Safety Handle with metal pipe 
and locknut 

2 (1NO/1NC 
Changeover-Contact 

+ Additional Button 1NO) 
Ø20mm without thread ZB6-06 

Technical Characteristics 

Conforming to 
Standards 

CEI EN 60947-1, CEI EN 60947-5-1, 
CEI EN 60204-1 

Approvals CE 

Temperature Range 
    Storage 
    Operation 

 
-40°C … +70°C 
-25°C … +70°C 
 

Protection Degree IP 65 (CEI EN 60529) 

Insulation Class Class II (IEC 536 

Material PA6.6 shock proof 

Colour Black 

Cable Entry Metal Pipe 270mm 
Thread M16 or 3/8“, Ø20mm 

SSaaffeettyy  HHaannddllee  
AACCCCEEPPTT--CC  

Safety Handle ACCEPT-C with metal pipe and locknut 

Dimensions 
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Technical Characteristics Contact Elements 

Approvals CE, CSA, UL, VDE, UTE, ASE, 
NEMKO, SEMKO, IMQ 

Nomial Thermal Curent 10A 400V – 16A 250V 

Nominal Insulation 

Voltage 
1500V 

Mechanical Lifetime 10 million activations  

Nominal Working Data AC15 – 3A 250V 

Function Switch 1NO/1NC as Changeover Contact 

Identifications Terminals  acc. CENELEC EN 50013 

Connections FASTON 6,35mm 

Additional Button 1NO, nominal current 1A 250V 


